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Information Meeting

Study Area No. 2 of Little Bull Creek
Sewer District No. 1

June 24, 2010

Johnson County Wastewater
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Meeting Agenda

Presentation to the property owners
. Overview

- Onsite systems

. Low pressure sewers

- Estimated costs

. Project timeline

Answer guestions
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Typical questions:

Why are we meeting?

How was the boundary
determined?

What will it cost?
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OPTIONS

Onsite System

Low Pressure Sewer (LPS)



HOUSE

Sanitary sewer

wastewater in

rvice lin

\
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Scum layer | | to lateral field




"~ Onsite Sewage Treatment Systems
Estimated Costs

Conventional systems $7,000 to $11,000

Alternative systems $12,000 to $25,000



JohnsorCounty Onsite System Prograr

Johnson County Environmental Department
(913) 7156900

Resale Program
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House service
line and Grey
water

Pressure main ( mi n .

20)

HOUSE

EPB

drainage line
are connected
into grinder
pump unit
(GPU)

1 1/ 40 GPU
line is installed to
valve box at the street

Septic tank is drained, filled
with sand or gravel, and
permanently abandoned.
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Maintenance of the GPU

Maintenance is provided by JCW and is included in
our Operations and Maintenance budget.

—

Visual and auditory alarm will indicate if problems
OCcCur.

JCW service provider will typically respond within
two hours of being notified. The response time
may be longer during mass power outage.

Generator port on the side of control panel may be
used if a power outage occurs. Service provider
will pump it down twice a day.



Directional boring
equipment Is often
utilized for the installation
of low pressure sewer

pipe.

Directional boring
reduces the amount of
surface disruption and Is
less expensive than
excavating.



